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Onshore Martin

����������: � ������� ��������, ��	
�������� ��� ������ ������
�
� ������ �������� ��� ������� � ���������� 	�
����
� �
�
� �

��������� ����������.

��	
������: -30?� (-22?F) �
 +100?�(+212?F) 

����������

��������� ����: �����, �������, �����
�� �
���� SBR, ���
����
� �
���� ���������.

����
�����: ������������� �������.

������������� ��������������: 	
���� ���������
�

������������� �������� ����� ������������ ��������
	�
�
�
����, ����
����� � �����.

��������: �����, �������, �����
�� �
���� SBR, ���
���� �
	
�
��� ���
���� � �
���
� �
��. !����� 
������ ��������
���
��� �������.

���� ��� �������
��������

Application: softwall hose used for cleaning tankers and
other petroleum and chemical storage facilities, with water
and detergents.

Temperature range: -30°C (-22°F) to +100°C (+212°F)

CONSTRUCTION

Tube: black, smooth, SBR rubber compound, resistant to
detergents

Reinforcement: high strength synthetic cord.

Electric characteristics: the discharge of static electricity is
secured through two stainless steel wires built into the body
of the hose and protruding from each end.

Cover: black, smooth (wrapped finish) SBR rubber compound;
weathering and sea water resistant. It is complete with yellow
marking rings indicating the working depth.

Tank cleaning hose
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mm inch mm inch bar psi bar psi kg/m lbs/ft

1051679 38 1-1/2 54 2-1/8 20 290 60 870 1.42 0.95
1383949 45 1-49/64 61 2-13/32 20 290 60 870 1.63 1.10
1211846 51 2 68 2-11/16 20 290 60 870 1.98 1.33
1210564 51 2 71 2-51/64 20 290 60 870 2.30 1.54

��� ��������� ������� ��!���� ��������� ���
���	��� ���	��� �������� �������� (��	����"���)

(������������)
CODE inside outside working burst pressure weight

diameter diameter pressure (theoretical) (nominal)

1 0  •  2 0 0 3

m ft mm inch

120 400 51 2

"����������� ����� "���������� #��������� ������� 
max manufactured length up to I.D.



Onshore Marshall

����������: � ������� ��������, ��	
�������� ��� 	������� ������
��
	�
����
� � ��
���������� �
����
� �
 50% �� ������
�, ���� � �.�.,
	����������� �
 ����
���� � 
������ ��		���� � ����$���.

��	
������: -20°� (-4°F) �
 +82°�(+185°F) 

����������

��������� ����: �����, �������, ������������� �����
�� �
����, ���
���� �
��
��������
�� �
����� �
 50%.

����
�����: ������������� �������, 	��� ��������������� ������ 	�
�
�
��.

��������: �����, �������, ������������� �����
�� �
����, 
���� ���
���� �
	
�
��� ���
����, ����� � �
���
� �
��.

#
���$������: BS 1435:87 ��	 L 15
UNI EN 1765:99 ��	 L 15

������������� ��������������: ��������������� ������ 	�
�
�
�� (	
 ��	�
��
�
��
��
 	���������)

%���������: 	�
���������� ������
��� � ����
�
 �
�$� IVG EN 1765 ��	 L 15
I.D., ������� � �
� 	�
���
�����.

Application: softwall hose used for transferring petroleum products from
tankers, barges, and other industrial applications; suitable for aromatic
content up to 50%; supplied with built-in or swaged-on nipples with flan-
ges.

Temperature range: -20°C (-4°F) to +82°C (+185°F)

CONSTRUCTION

Tube: black, smooth, synthetic rubber compound; suitable for aromatic
content up to 50%. 

Reinforcement: high strength synthetic cord plus and anti-static copper
wires.

Cover: black, smooth (wrapped finish), synthetic rubber compound for a
superior resistance to weathering, oil and sea water.

Specifications: BS 1435:87 type L 15 
UNI EN 1765:99 type L 15.

Electrical characteristics: antistatic copper wires (on request available
electrically discontinuous)

Branding: gummed label at each end IVG EN 1765 type L 15 I.D. ..., quar-
ter and year of manufacture.
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UNI EN 1765:99 � BS 1435:87

Dock oil hose  
UNI EN 1765:99 and BS 1435:87 

1 0  •  2 0 0 3
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mm inch mm inch bar psi bar psi kg/m ibs/ft

1388177 51 2 68 2-11/16 15 225 60 900 1.88 1.26
1354469 76 3 94 3-45/64 15 225 60 900 2.81 1.89
1355813 102 4 122 4-13/16 15 225 60 900 4.03 2.71
1355481 152 6 176 6-59/64 15 225 60 900 7.19 4.83

��� ��������� ������� ��!���� ��������� ���
���	��� ���	��� �������� �������� (��	����"���)

(������������)
CODE inside outside working burst pressure weight

diameter diameter pressure (theoretical) (nominal)

�
 ����
����� �
���������� max 12m (40 ���
�).

With built-in couplings max 12 m (40 ft).

1 0  •  2 0 0 3

m ft mm inch

120 400 152 6

"����������� ����� "���������� #��������� ������� 
max manufactured length up to I.D.
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Onshore Transoil

����������: � �������� ��������, ��� 	
���� � ��������� ������
��
	�
����
� � ��
���������� �
����
� �
 50% �� ������
�, ���� � �.�.
&����������� � 
������ (Transoil)        , ���  ����
���� (Transoil/RV)
��		���� � ����$���.

��	
������: -20°� (-4°F) �
 +82°�(+185°F) 

����������

��������� ����: �����, �������, ������������� �����
�� �
����, ���
���� �
��
��������
�� �
����� �
 50%.

����
�����: ������������� �������, 	��� �	����
������ �	�����������
�������� 	�
�
�
�� � ��������������� ������ 	�
�
�
��.

��������: �����, �������, ������������� �����
�� �
����, 
���� ���
���� �
	
�
��� ���
����, �����, ��������� ��������� � �
���
� �
��.

#
���$������: BS 1435:87 ��	 S 15
UNI EN 1765:99 ��	 S 15

�
����
 RINA № MAC/113497/1/TO 98

������������� ��������������: ��������������� ������ 	�
�
�
�� (	
 ��	�
��
�
��
��
 	���������)

%���������: 	�
���������� ������
��� � ����
�
 �
�$� IVG EN 1765 ��	 S 15
I.D., ������� � �
� 	�
���
�����.

���� ��� �����
UNI EN 1765:99 � BS 1435:87

Dock oil hose  
UNI EN 1765:99 and BS 1435:87
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Application: hardwall hose used for suction and discharge of petroleum
products from tankers and barges, bunkering service and industrial appli-
cations; suitable for aromatic content up to 50%.
Available with swaged -on (Transoil)     or built-in (Transoil/RV) nipples
with flanges.

Temperature range: -20°C (-4°F) to +82°C (+185°F)

CONSTRUCTION

Tube: black, smooth, synthetic rubber compound; suitable for aromatic
content up to 50%.

Reinforcement: high strength synthetic cord plus embedded steel helix
wire and anti-static copper wires.

Cover: black, smooth (wrapped finish), synthetic rubber compound for a
superior resistance to weathering, abrasion, oil and sea water.

Specifications: BS 1435:87 type S 15
UNI EN 1765:99 type S 15.
Approved by RINA nr. MAC/113497/1/TO 98

Electrical characteristics: antistatic copper wires (on request available
electrically discontinuous).

Branding: gummed label at each end IVG EN 1765 type S 15 I.D. ..., quar-
ter and year of manufacture.

1 0  •  2 0 0 3
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mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1373650 51 2 71 2-51/64 15 225 60 900 2.73 1.8 500 19.8 0.9
1309404 76 3 96 3-3/4 15 225 60 900 4.04 2.7 850 33 0.9
1292315 102 4 133 5-1/4 15 225 60 900 7.52 5 1200 47.6 0.9
1372998 152 6 188 7-13/32 15 225 60 900 15.00 10 2000 79.4 0.9
1373412 203 8 249 9-13/16 15 225 60 900 26.61 17.8 2800 111 0.9

1297392 51 2 71 2-51/64 15 225 60 900 2.73 1.8 500 19.8 0.9
1313525 70 2-3/4 90 3-35/64 15 225 60 900 3.77 2.5 800 31.7 0.9
1298470 76 3 96 3-3/4 15 225 60 900 4.04 2.7 850 33.7 0.9
1215680 102 4 133 5-1/4 15 225 60 900 7.52 5 1200 47.6 0.9
1090100 152 6 188 7-13/32 15 225 60 900 15.00 10 2000 79.4 0.9
1090097 203 8 249 9-13/16 15 225 60 900 26.61 17.8 2800 111 0.9
1215698* 254 10 303 11-59/64 15 225 60 900 38.98 26.2 3500 139 0.9

CODE inside outside working burst pressure weight bending vacuum 
diameter diameter pressure (theoretical) (nominal) radius

#
��
�� ��	 S.7 � S.10
�	�$�����$�� �� �������� ���������� ������� 70 ��.
(*) �
 �������� ���������.

Available the type S.7 and S.10
The specification does not included I.D. 70 mm.
(*) With plies of steel wire cord.

&���: 
����� ����� 12,2 � (40 ���
�) ��� ����
���� �
��������, � ���������� �������
� �
 254�� (10 ����
�).
;
��<�� ����� � ������ �� ��������� �
��
��� 	
 ��	�
��, ��� � 
������� �
���������� (20 � (66 ���
�) ��� 30
� (100 ���
�).

Coils: usual length 12,2 mt (40ft) for built-in couplings, up to I.D. 254 mm (10”).
longer length available in certain sizes upon request, or usually for swaged- on couplings (20 mt (66ft) or 30 mt (100ft). 
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1 0  •  2 0 0 3
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Onshore Bahamas

����������: � �������� ��������, ������
��� �	�$�����
 ���

���������� � ��< ������
� �
����
� �
�. #
��
��
 �

����
����� ����$���.

��	
������: -25°� (-13°F) �
 +80°�(+176°F) 

����������

��������� ����: �����, �������, �����
�� �
���� PVC/NBR.

����
�����: ������������� �������, 	��� �	����
������ ��������
�	����������� 	�
�
�
�� � ��� ��������������� ����� 	�
�
�
��
��� 
��
�� ���������
�
 �������������.

��������: �����, �������, �����
�� �
���� PVC/NBR, 	
��
���
��� ������
�� 	�
����
� � ��
���������� �
����
� �
 50%.

=�� �� �
��
��
:
Bahamas FKM: � ���������� ��
�� CR � Viton 	
������, �
 100%
��
��������
�
 �
�����.
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Application: hardwall hose developped specifically for draina-
ge of rain water from floating roof storage tanks; it is availa-
ble with built-in flanges.

Temperature range: -25°C (-13°F) to +80°C (+176°F)

CONSTRUCTION

Tube: black, smooth, PVC/NBR rubber compound.

Reinforcement: high strength synthetic cord plus  embedded
steel helix wire and two copper wires for the discharge of sta-
tic electricity.

Cover: black, smooth (wrapped finish), PVC/NBR rubber com-
pound, suitable for petroleum products up to 50% aromatic
content.

Roof drain hose

1

1
Also available:
Bahamas FKM: with tube in CR and Viton cover resistant up to
100% aromatic content.

1 0  •  2 0 0 3
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mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch

��� ��������� ������� ��!���� ��������� ��� %����	��"���
���	��� ���	��� �������� �������� (��	����"���) �����

(������������)
CODE inside outside working burst pressure weight bending

diameter diameter pressure (theoretical) (nominal) radius

1358740 76 3 95.5 3-3/4 5 75 20 300 4.40 2.9 410 16.1
1327020 102 4 123.5 4-7/8 5 75 20 300 6.93 4.6 550 21.6
1330110 152 6 185 7-9/32 5 75 20 300 15.49 10.4 900 35.4

1354388 76 3 97 3-13/16 5 75 20 300 4.95 3.3 410 16.1
1349210 102 4 127 5 5 75 20 300 8.59 5.7 550 21.6
1374915 203 8 244 9-39/64 5 75 20 300 26.62 17.9 1340 52.7

Onshore

&
 ��	�
�� �
��
��
 20 � (66 ���
�) ��� 30 �
(100 ���
�).

Available on request 20mt (66ft) or 30 mt (100ft)
of continuous length.

1

1 0  •  2 0 0 3

m ft mm inch

12 40 203 8

"����������� ����� "���������� #��������� ������� 
max manufactured length up to I.D.


